
READ THESE INSTRUCTIONS THOROUGHLY BEFORE INSTALLATION  
KEEP THESE INSTRUCTIONS FOR FUTURE REFERENCE. 

IMPORTANT:  
This product must be installed by a qualified electrician or competent person, 

and in accordance with current building and IET wiring regulations. 

Dimensions: 

Warranty: 
This product is warranted for a period of    Years from the date of purchase**. The warranty could be 
invalidated should the product not be installed according to these instructions, outside the scope of the 
specication or the product has been altered or tampered with in any way. Please see website for terms and 
conditions.   

Manby Park, Manby, Louth, Lincolnshire, LN11 8UT 
Lumineux is a trading  name of B&T Associates Ltd. 
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Box Contents: 
 

Equipment Required For Installation: 
 

www.lumineux.co.uk Technical Helpline:     
+44(0)1507 328031 

End Of Life Disposal: 
Disassembly instructions for end of life disposal available on website. 
Disposal of Electronic Equipment WEEE Directive 2002/96/EC This product falls within the scope of the 
Waste Electrical & Electronic Equipment Directive (WEEE), which means the product should not be 
disposed of as normal household waste. Please recycle where facilities exist or check with your Local 
Authority.  RoHS – All components and materials used in this product are RoHS 2002/95/EC compliant. 
Specications may change from time to time. The information contained in this leaet is for guidance only 
and should not be considered as always accurate and should be  treated as not representative. 

Installation Instructions 
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 220—240V AC 50/60Hz 

 <1.0W (Standby) 

 -20°C— +60°C 

 <4m 

 Bluetooth  

 Up to 20m (Bluetooth) 

 truSmart 

· PIR Sensor 
· Surface Mount Bracket 

· Cable 
· Hole Saw (70-80mm) if installed recessed 
 

Part No. Description L (mm) W (mm) D (mm) Weight 

440033 truSmart Crown 
Stand Alone PIR 
Sensor 

88 88 31 120g 

Crown truSmart Stand Alone PIR Sensor 

3 

Intelligent Automation: Offers cloud and local automation controls for efficient 
operation of Bluetooth devices, ensuring functionality even without connection to the 
Internet. 
 
Durable and Reliable: Built for tough environments with wide operating temperature 
and humidity ranges, meets strict electromagnetic compatibility standards for stable 
performance. 
 
Secure and Maintainable: Features two-way encryption for device security, supports 
OTA updates, and provides comprehensive maintenance capabilities enabling you to 
control devices remotely 



 

  

  

  

  

1. 2. 

3. 4. 

5. 6. 

Crown  truSmart PIR Sensor uses PIR motion detection architecture and Passive 
Infrared (PIR) Technology for improved detection coverage for most applications. Visit  
https://www.lumineux.co.uk for more information.  
 
Installation Procedure: 
1. Isolate your mains before starting any work. 
2. Drill 70-80mm hole into desired location if installed as recessed. Alternatively install 

the provided surface mount bracket.  
3. Wire your mains cable as shown in the diagram. 
4. Install the sensor into desired location 
5. Turn ON your mains supply and check your sensor, there should be RED light 

indicator flashing.  
6. Download truSmart APP & Navigate to the desired location in device controls. Add 

your truSmart Sensors devices to the required area.  
7. Set your required settings and the devices to be controlled by this sensor 
 

Android APP 
Download 

iOS APP 
Download 

OFF 


